MagicSolar Systems

SPECIFICATIONS

Panel: 420-440W, Black Panels 1895x1039X30 mm
Frame: Aluminum Anodized Black - MagicFrame
SeriesRails: Aluminum Anodized Or Mill Finish
Hanger Bolt: M10-250, 304 Stainless Steel
Flushing: 300x150x1.0, AL6003

Tilt Angles: 0°-90°

Snow Load: Up To 5400 Pa Or 112 psf

Wind Load: Up To 2400 Pa Or 140 mph

Mounting Orientation: Landscape

Operating Temperature Range: - 40 °C ~ + 85 °C
Warranty: 10 Years Structure And 25 Years Panels
Grounding: Integrated

Other Panel Sizes: Please Contact

Copyright ModuRack, LLC. www.modurack.com Multiple Patented & Patent pending.
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MagicSolar™
Residential Rooftop System

Based on several awarded and pending patents.
World’s first solar system securely fixed entire long frames
and requires “No Clamps. No Bolts. No Clips”.

It’s Lego-Like and factory ready. It fits any roof, any layout,
requires no on-site cutting. With minimum parts, supply chain
handling and installation become simple and more reliable.

The system is structural secure and packaged for one-system
delivery, making the Residential Rooftop System “Safe. Sleek.
Simple.”

Panels are tested and provided by top solar panel producers.

Solar Panels Provided By JinKo LONGi SPIC Einnova Haitai S4A
SEG Talesun Etc
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