MagicSolar Systems

UV oduRack’

Flat Roof South
Assemble-Ready Flat Roof System

SPECIFICATIONS

Panels: 575-600W, Bifacial Panels

Panel Frame: Anodized Aluminum - MagicFrame Series
Rails: ZAM Steel P5500 Unistruts Channels Or Equivalent
Structure Material Coating: ZAM Or Galvanized Steel
Tilt Angles: 5° ~ 35°

Snow Load: 3600 Pa Or 112 psf

Wind Load: 2400 Pa Or 50 psf

Mounting Orientation: Portrait 2-High or 3-High
Operating Temperature Range: - 40°C ~ + 85°C
Structure Warranty: 25 Years

Panel Warranty: 25 Years By Panel Manufacturer
Grounding: Integrated

Foundation: Compatible with most foundations

(Concrete, Screw, etc.)

Other Panel Sizes: Please Contact

Copyright ModuRack, LLC. www.modurack.com Patent Pending.

MagicSolar™
Flat Roof South System

MagicSolar Flat Roof South System is for commercial
at roof, designed for ballast. It canalso anchored to
roof if supports are available. It has tilt angle 5° ~ 35°
degrees. The Assemble-Ready design makes the
installation fast and easy. Panels are secured in

severe weather.
Safe - eliminates cracks and reduces human errors
Simple - ordering, logistics, installations maintenance

Reliable - proven high wind survival
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